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IG 23 - F Housing with XS Feedback

Jan, 19, 07

Providing Solutions for Motion Control
21541 Nordhoff St. Chatsworth, CA, 91311, Tel: 818-700-8600, www.servodynamics.com, sales@servodynamics.com

Model Numbering

Voltage Gradient

Voltage 
Constant KE

(V/kRPM)
8 11 16 22 32 44 64 88 130 180

IG 23 Frame Size

Performance Curves
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IG 23 AS-44
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IG 23 BS-44
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IG 23 CS-44

Contact factory for torque-speed curves of other motors

NEMA

Shaft 1

Imperial:            Metric:
   S = Smooth       X = Smooth
   F = Flat              Y = Flat
   K= Keyway        Z = Keyway

Voltage Gradient 
Refer To Voltage Gradient Availability Table

Feedback Option
No Halls, w/ rear Shaft

1.   Refer to Dimensions for the exact length and shaft options

Motor Stack Length
A

   B

   C

1

IG  23  A  S  -  16 - XS - F
Flying Leads 2

2.   The F housing option comes with 6 inches (15 cm) flying leads 
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IG 23 - F with XS Feedback

Aug, 03, 06

Providing Solutions for Motion Control
21541 Nordhoff St. Chatsworth, CA, 91311, Tel: 818-700-8600, www.servodynamics.com, sales@servodynamics.com

Electrical Specifications

NEMA 23

In
de

x

Model Number
Cont.
stall

current

Peak
Stall

Current

Max BEMF 
(Peak)
(L2L)

Max
Speed

L-to-L
Resistance

L-to-L
Inductance

KE Ics IP Umax nmax R L
kg lb Nm/A lb-in/A V/krpm Nm lb-in A Nm lb-in A V rpm Ohms mH kg-cm2 lb-in-sec2

13 IG 23 AS - 8 0.62 1.37 0.09 0.78 8.00 0.24 2.12 2.72 0.72 6.37 8.16 64.00 8000 0.60 0.72 0.30 0.00
14 IG 23 BS - 8 0.96 2.12 0.09 0.78 8.00 0.48 4.25 5.44 1.44 12.75 16.32 64.00 8000 0.28 0.35 0.60 0.00
15 IG 23 CS - 8 1.20 2.65 0.09 0.78 8.00 0.72 6.37 8.16 2.16 19.12 24.48 64.00 8000 0.21 0.24 0.90 0.00
16 IG 23 AS - 11 0.62 1.37 0.12 1.07 11.00 0.24 2.12 1.98 0.72 6.37 5.94 88.00 8000 1.40 1.90 0.30 0.00
17 IG 23 BS - 11 0.96 2.12 0.12 1.07 11.00 0.48 4.25 3.96 1.44 12.75 11.87 88.00 8000 0.55 0.75 0.60 0.00
18 IG 23 CS - 11 1.20 2.65 0.12 1.07 11.00 0.72 6.37 5.94 2.16 19.12 17.81 88.00 8000 0.45 0.60 0.90 0.00
19 IG 23 AS - 16 0.62 1.37 0.18 1.56 16.00 0.24 2.12 1.36 0.72 6.37 4.08 128.00 8000 2.65 3.20 0.30 0.00
20 IG 23 BS - 16 0.96 2.12 0.18 1.56 16.00 0.48 4.25 2.72 1.44 12.75 8.16 128.00 8000 1.00 1.35 0.60 0.00
21 IG 23 CS - 16 1.20 2.65 0.18 1.56 16.00 0.72 6.37 4.08 2.16 19.12 12.24 128.00 8000 0.78 1.10 0.90 0.00
22 IG 23 AS - 22 0.62 1.37 0.24 2.15 22.00 0.24 2.12 0.99 0.72 6.37 2.97 176.00 8000 5.90 9.30 0.30 0.00
23 IG 23 BS - 22 0.96 2.12 0.24 2.15 22.00 0.48 4.25 1.98 1.44 12.75 5.94 176.00 8000 2.20 2.90 0.60 0.00
24 IG 23 CS - 22 1.20 2.65 0.24 2.15 22.00 0.72 6.37 2.97 2.16 19.12 8.90 176.00 8000 1.80 2.40 0.90 0.00
25 IG 23 AS - 32 0.62 1.37 0.35 3.12 32.00 0.24 2.12 0.68 0.72 6.37 2.04 256.00 8000 15.20 18.20 0.30 0.00
26 IG 23 BS - 32 0.96 2.12 0.35 3.12 32.00 0.48 4.25 1.36 1.44 12.75 4.08 256.00 8000 6.20 7.10 0.60 0.00
27 IG 23 CS - 32 1.20 2.65 0.35 3.12 32.00 0.72 6.37 2.04 2.16 19.12 6.12 256.00 8000 4.60 5.70 0.90 0.00
28 IG 23 AS - 44 0.62 1.37 0.49 4.29 44.00 0.24 2.12 0.49 0.72 6.37 1.48 352.00 8000 28.50 35.60 0.30 0.00
29 IG 23 BS - 44 0.96 2.12 0.49 4.29 44.00 0.48 4.25 0.99 1.44 12.75 2.97 352.00 8000 11.50 14.10 0.60 0.00
30 IG 23 CS - 44 1.20 2.65 0.49 4.29 44.00 0.72 6.37 1.48 2.16 19.12 4.45 352.00 8000 9.10 12.30 0.90 0.00
31 IG 23 AS - 64 0.62 1.37 0.71 6.25 64.00 0.24 2.12 0.34 0.72 6.37 1.02 512.00 8000 67.20 80.90 0.30 0.00
32 IG 23 BS - 64 0.96 2.12 0.71 6.25 64.00 0.48 4.25 0.68 1.44 12.75 2.04 512.00 8000 26.90 33.10 0.60 0.00
33 IG 23 CS - 64 1.20 2.65 0.71 6.25 64.00 0.72 6.37 1.02 2.16 19.12 3.06 512.00 8000 21.30 27.60 0.90 0.00
34 IG 23 AS - 88 0.62 1.37 0.97 8.59 88.00 0.24 2.12 0.25 0.72 6.37 0.74 704.00 8000 107.00 134.50 0.30 0.00
35 IG 23 BS - 88 0.96 2.12 0.97 8.59 88.00 0.48 4.25 0.49 1.44 12.75 1.48 704.00 8000 43.30 54.50 0.60 0.00
36 IG 23 CS - 88 1.20 2.65 0.97 8.59 88.00 0.72 6.37 0.74 2.16 19.12 2.23 704.00 8000 35.80 45.20 0.90 0.00
37 IG 23 AS - 130 0.62 1.37 1.43 12.69 130.00 0.24 2.12 0.17 0.72 6.37 0.50 1,040.00 8000 170.20 212.50 0.30 0.00
38 IG 23 BS - 130 0.96 2.12 1.43 12.69 130.00 0.48 4.25 0.33 1.44 12.75 1.00 1,040.00 8000 68.50 86.84 0.60 0.00
39 IG 23 CS - 130 1.20 2.65 1.43 12.69 130.00 0.72 6.37 0.50 2.16 19.12 1.51 1,040.00 8000 56.70 71.80 0.90 0.00
40 IG 23 AS - 180 0.62 1.37 1.98 17.57 180.00 0.24 2.12 0.12 0.72 6.37 0.36 1,440.00 8000 307.40 406.50 0.30 0.00
41 IG 23 BS - 180 0.96 2.12 1.98 17.57 180.00 0.48 4.25 0.24 1.44 12.75 0.73 1,440.00 8000 131.00 166.10 0.60 0.00
42 IG 23 CS - 180 1.20 2.65 1.98 17.57 180.00 0.72 6.37 0.36 2.16 19.12 1.09 1,440.00 8000 101.00 136.70 0.90 0.00

Weight
Torque Constant 

(Peak)
(L2L)

Cont. Stall 
Torque

Peak Stall 
Torque Rotor Inertia

W KT Tcs TP J

 Voltage 
Constant

L2L: Line-to-Line
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IG 23 - F with XS Feedback
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MOTOR LEADS

NOTE:
 THE MOTOR HAS IP40 ENCLOSURE

      AND SHAFT PROTECTION.
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(2) KEYWAY SHAFT

FRONT SHAFT OPTIONS
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(1) SMOOTH SHAFT: AS SHOWN IN THE VIEWS.

(3) FLAT SHAFT
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SEE NOTE 2
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2: THE AXIAL SHAFT MOVEMENT IS LESS THAN 
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Imperial Shaft Option (S/F/K), Units: Inches Metric Shaft Option (X/Y/Z), Units: mm
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